
SPECIFICATIONS:  

Size: 4.4” L, 2.4” W, 1.2” D  

Weight: 8 oz. 

Enclosure Material: RF Shielded Die Cast Aluminum IP-67 

Finish: Black Powder Coated White Silk Screen Text  

Push to talk switches: Color Coded; Recessed, IP-67  

Rocker Switches: Sealed On/On, IP-67  

Helmet/headset Jack:  4 Conductor TJT 101 O ring sealed, 
mates to U174/TP120, IP-67  

Intercom System Jack: 8 Pin EN3 Twist Lock IP-68 

Portable Radio Jack: 5 Pin EN3 Twist Lock IP-68  

Volume Control: 1kΩ IP-67  
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Tiger 6100 Series Intercom System 

Aviation and Marine Belt Station  

P/N:  T-61706AM 

         KEY FEATURES: 

 Heavy Duty Marine Construction

 360° Fully Rotational Belt Clip

 Low Profile Volume Control

 Recessed Push to Talk Buttons

 Portable Radio Connectivity

 Intercom PTT Mode for Loud Noise Environments

 Portable Radio PTT, Standard

 VOX Capability for VOX Equipped Radios

 ICS and Portable Radio Twist Lock EN3 Connectors

 Indexed Breakaway Helmet/Headset Jack


